




















THIS STEP REQUIRES:

(1) GUARD RAIL (A) (2) 1-1/2” Flathead Machine Screws (B)
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A. MAKE SURE THE MATTRESS SPRING IS IN THE LOWEST POSITION. (Figure 2) TO DO THIS, FIRST LOOSEN AND REMOVE EACH

OF THE FOUR (4) 1-1/4” PHILLIPS HEAD SCREWS AND WING NUTS ATTACHED TO THE SPRING. EXTEND THE SPRING SUPPORT BRACK
ETS TO THE THIRD HOLE (REFER TO ATTACHING THE SPRING STEP IN CRIB INSTRUCTIONS). REATTACH THE SPRING BY INSTALLING
THE PHILLIPS HEAD SCREWS AND WING NUTS.NOTE: TIGHTEN ALL HARDWARE SECURELY.

B. REMOVE THE TWO (2) UPPER GUIDE BUSHINGS FROM THE HEADBOARD AND FOOTBOARD POSTS BY UNSCREWING THE FLAT -

HEAD MACHINE SCREWS (FIGURE 2).

/\ WARNING
WHEN REMOVED, IF SWALLOWED BY A CHILD, UPPER GUIDE BUSHINGS AND THE FLAT HEAD MACHINE SCREWS CAN

BECOME A CHOKING HAZARD. PLEASE STORE THESE SMALL PARTS AWAY FROM CHILDREN IN A SAFE PLACE.

C. CAREFULLY FLEX THE BOTTOM END OF THE HEADBOARD LEG OUTWARDS (FIGURE 2A) TO CREATE A GAP FOR THE LOWER
GUIDE PINS TO PASS THROUGH SO THAT THEY CAN BE INSERTED INTO THE ROUTED OPENINGS LOCATED IN THE BOTTOM OF THE
GUARD RAIL OVER THE LOWER GUIDE PINS TO HOLD THE GUARD RAIL IN PLACE.

D. SECURE GUARD RAIL TO HEADBOARD POSTS BY INSERTING THE MACHINE SCREWS SUPPLIED WITH THE GUARD RAIL KIT IN THE
TOP HOLES OF THE GUARD RAIL MOUNTING RAILS AND THE THREADED INSERTS IN THE HEADBOARD AND FOOTBOARD POSTS.

TIGHTEN BOTH SECURELY.
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